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 The addition of polypropylene fiber into RC members can improve tension stiffening 
and the optimum fiber content can be known. 
 The tension stiffening bond factor was identified for various fiber contents, which can 
be used for the prediction of tension stiffening and cracking behavior of such 
structures. 
 The corrosion effect on tension stiffening and cracking behavior in PFRC members 
was investigated.   
 
Abstract. This paper focuses on comparing the behavior of RC tension members 
with and without the addition of polypropylene fibers at various corrosion levels. 
Eight cylindrical tensile specimens were tested to evaluate their tension-stiffening 
and cracking behavior. The content of polypropylene fiber added into the concrete 
mix was the main variable (0.25%, 0.50%, 0.75%, and 1.0% of total volume). The 
corrosion level was varied from slight (5%), medium (10%) to severe (30%), and 
like the other variables, applied only to 1.0% polypropylene fiber-reinforced 
concrete (PFRC) specimens. The test results showed that the fiber addition 
significantly increased the tension-stiffening effect but was largely unable to 
reduce the effect of bond degradation caused by corrosion. Moreover, the addition 
of polypropylene fibers was able to improve the cracking behavior in terms of 
crack propagation, as shown by smaller crack spacing compared to the specimen 
without fiber addition at the same corrosion level. 
Keywords: corrosion; cracking; fiber-reinforced concrete; polypropylene fibers; tension 
stiffening.   
1 Introduction 
For reinforced concrete (RC) structures that are exposed directly to the marine 
environment, such as jetties and bridges, corrosion of the reinforcements is one 
of the leading causes of structural degradation [1] induced by chloride 
penetration. Corrosion products will cause expansion around the steel bar 
perimeter, generate splitting stress in the concrete, and initiate cracking or even 
spalling of the concrete cover, resulting in the loss of reinforcing steel area and 
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the loss of bonding strength between the concrete and the reinforcement [1,2]. 
Corrosion can also reduce the cross-sectional area of steel. Thus, corrosion can 
reduce the performance of RC structures and the ability of the structure to sustain 
loads and shorten the service life of the structure. Amleh, et al. in [1], Aryanto, 
et al. in [3], Dai, et al. in [4] and Shayanfar, et al. in [5] investigated the effect of 
corrosion on cracking and tension stiffening of tensile RC members without fiber 
addition.  
Fiber addition to the concrete matrix is known to improve the mechanical 
properties of concrete, as discussed in [6] and [7]. It is well known that plain 
concrete is weak in tension. Cracks as a manifestation of tensile stress in concrete 
can be caused by loads or by environmental exposure. Water, oxygen, and 
chloride ions will penetrate through cracks and reach the steel reinforcement 
location. The wider the cracks in the concrete, the faster corrosion occurs in the 
reinforcement. Several researchers have attempted to mitigate crack damage and 
improve the properties of concrete by adding fibers. The most common fiber used 
in concrete is steel fiber, which has been investigated by many researchers [8-
16], particularly focusing on tension stiffening and cracking behavior. Some 
provisions regarding the use of steel fibers in concrete are mentioned in design 
standards or codes, such as Model Code 2010 [17] and ACI 318-14 [18].  
Another type of fiber is polypropylene fibers. Polypropylene fibers are a type of 
synthetic fibers shaped like strands, which may be in the form of micro- or macro-
synthetic fibers. Like steel fibers, polypropylene fibers can have a crack-bridging 
effect, transferring load stress across cracks. Thus, a smaller crack width forms 
in concrete with fibers compared to plain concrete, which means better 
performance under corrosion. The addition of polypropylene fibers as 
reinforcement replacement is also expected to maintain the ability of the concrete 
to sustain loads when corrosion occurs. Based on the previous researches [16] 
and [19], polypropylene fiber-reinforced concrete (PFRC) has better performance 
than conventional reinforced concrete (RC). However, there is still limited 
research on the effect of polypropylene fibers on tension stiffening and cracking 
behavior, particularly in combination with corrosion. This study focused on 
evaluating the effect of polypropylene fiber content and corrosion on tension 
stiffening and cracking of PFRC tension members.  
2 Experimental Program  
2.1 Specimen Details  
Eight specimens were prepared for tensile testing. For each specimen, a deformed 
bar with 19 mm was placed in the center of a concrete cylinder with a diameter 
of 127 mm. A machine-cut groove with a depth of 4 mm and a length of 680 mm 
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was made in the reinforcing bar for placing the strain gauges (Figure 1(a)). These 
grooves were made to avoid damage to the strain gauges during the accelerated 
corrosion process. Before and after the grooving process, the bar's weight was 
measured to determine the reduction of the sectional area caused by the grooves. 
After attaching the strain gauges, the grooves were filled with waterproofing 
material. At the top and bottom parts of the concrete cylinder, 80 mm of bond 
insulation was installed around the steel bar to prevent cone damage.  
 
Figure 1 (a) Location of train gauges, (b) vertical jig, (c) test setup. 
The specimens are divided into two main categories. The first category consists 
of uncorroded or healthy specimens, where the main variables are the content of 
macro-synthetic polypropylene fibers added into the concrete mix in terms of 
percentage of total volume. The properties of the fibers used in this study are 
shown in Table 1. The second category consists of corroded specimens, where 
the corrosion level of the steel bar is the main parameter. Corrosion of steel was 
varied from slight to severe and assumed as uniform corrosion; it was only 
introduced to the specimens containing 1.0% of polypropylene fibers. 
Table 1 Properties of fibers. 
Type of Fiber Virgin Polypropylene Units  
Length  60 mm 
Tensile strength 640  MPa 
Young’s modulus 12 GPa 
Anchorage Continuous embossing  
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The specified compressive concrete strength of all specimens was 30 MPa, and 
the specified yield strength of the steel bars was 420 MPa. The details of the 
mixture proportions are given in Table 2. The details of the tensile test specimens 
are summarized in Table 3.  
Table 2 Concrete mixture proportion in kg/m3. 




500 832 900 200 3 










1 RC 000-C0 0  
 
0 
2 PFRC 025-C0 0.25 
3 PFRC 050-C0 0.50 
4 PFRC 075-C0 0.75 
5 PFRC 100-C0  
1.0 
  
6 PFRC 100-C5 5 
7 PFRC 100-C10 10 
8 PFRC 100-C30 30 
Note – Labeling definitions: RC = reinforced concrete; PFRC = polypropylene fiber-reinforced 
concrete; 000, 025, 075 & 100 = fiber content of 0%, 0,25%, 0,75%, and 1%, respectively; C0, 
C5, C10 & C30 = corrosion level of 0%, 5%, 10%, and 30%, respectively. 
2.2 Accelerated Corrosion and Testing  
An accelerated corrosion process was applied to the specimens after a minimum 
of four weeks of curing. The specimens were placed in a specific tank filled with 
a 3% NaCl solution during the process. The setup was arranged so that the 
reinforcing bar acted as an anode and the copper plate acted as a cathode, as 
shown in Figure 2. A constant current of 1.0 A, equivalent to 2.46 mA/cm2, was 
applied to the steel bar. A monotonic tensile test was performed using a 1000-kN 
DARTEC Actuator.  
A data logger continuously recorded the applied load and displacement. The 
displacement of the specimens was observed using two LVDTs installed on the 
specimens (Figure 1 (b)). 
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Figure 2 Accelerated corrosion process. 
3 Experimental Results and Discussion 
3.1 Corrosion Level Assessment 
After the tensile test was completed, a corroded section with a length of 680 mm 
was taken out, soaked in 10% diammonium citrate to remove the rust, and then 
measured to determine the weight loss according to ASTM G1 [20]. The level of 








  (1) 
where W0 and W1 are the weight before corrosion and the residual weight, 
respectively. During the accelerated corrosion process, the corrosion level can be 
predicted from the applied current density using Faraday’s law.  
As shown in Table 4, the predicted corrosion level shows an underestimated 
result compared to the measured corrosion level, with the difference varying from 
4% to 14%. The difference could be because the current was not measured in 
real-time but with an intermittent period, resulting in lower total current density.  





Weight Loss (g) Corrosion level (%) 
Difference 
(%) 
Predicted Measured Predicted Measured 
6 PFRC100-C5 63.5 75 5.53 5.78 4.52 
7 PFRC100-C10 129.54 140 10.26 10.81 5.36 
8 PFRC100-C30 388.61 400 27.29 30.88 13.16 
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3.2 Crack Patterns 
Crack patterns in the specimens are shown in Figure 3. In the uncorroded 
specimens, transverse cracks began to appear near the middle portion of the 
specimen. This first crack widened, or new cracks formed as the load was 
increased. The crack development was not uniformly distributed along the length 
of the specimens. The polypropylene fiber-reinforced concrete (PFRC) 
specimens exhibited more transverse cracks with a reduced crack width as the 
volume fraction of the fibers was increased. This cracking behavior may be 
attributed to the bridging action of the macro-synthetic polypropylene fibers at 
the cracks.  
Meanwhile, in the corroded PFRC specimens, longitudinal cracks first appeared 
during the accelerated corrosion process due to splitting tension from the 
expansion of corrosion products. During the tensile test, the transverse cracks that 
appeared in the corroded PFRC specimens tended to have fewer cracks when the 
corrosion level of the steel bars increased. This can be attributed to the bond 
mechanism between the concrete matrix and the steel bar being reduced due to 
corrosion.  
 
Figure 3 Crack patterns in the specimens. 
Table 5 shows the result related to the axial tensile load response. All specimens 
with polypropylene addition produced a slightly higher first cracking load 
compared to the specimen without fiber (RC000-C0). A higher first cracking load 
indicates a better contribution from the concrete or tension stiffening at first 
cracking. Fiber addition in the concrete creates a better interlock mechanism 
between concrete, reinforcement, and fibers affected by increased bond strength. 
Stronger bonds cause better load transfer in specimens and a decrease in crack 
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spacing. The corroded specimens, PFRC100-C5, C10, and C30, had lower first 
cracking loads than PFRC100-C0 or RC000-C0. This can be caused by corrosion 
cracking formed before the tensile test; once one crack is formed, it is easier to 
form a new crack. Corrosion also reduces the bond strength between the concrete 
and the bar, which contributes to the decrease of the bar’s ability to transfer load 
from the steel bar to the concrete, hence increasing the crack spacing. 
















RC 000-C0 20 114.58 3 - 190 
PFRC 025-C0 23 131.44 4 - 160 
PFRC 050-C0 24 127.02 4 - 147 
PFRC 075-C0 23 127.03 6 - 100 
PFRC 100-C0 24 122.94 6 - 84 
PFRC 100-C5 19 110.53 4 1 113 
PFRC 100-C10 17 92.79 5 1 120 
PFRC 100-C30 12 49.66 3 1 300 
3.3 Load-Deformation Behavior  
The load-deformation behavior of each specimen is described by plotting the 
axial load against the average member strain. The average strain is determined 
from the actual elongation of the specimen calculated over its whole length of 
680 mm after considering the unbonded region of the bar at both ends of the 
specimen. Figure 4 shows the load-strain response of all specimens. For the 
corroded PFRC, the load-strain response of the bare bar is presented by using the 
equivalent bar area reduced by corrosion loss as mentioned in Subsection 3.1, and 
it was assumed to have uniform corrosion.  
As shown in Figure 4, the presence of polypropylene fibers in the concrete matrix 
resulted in a slight increase in the pre-cracking stiffness and the cracking load. 
On the other hand, the pre-cracking stiffness and the cracking load reduced as the 
corrosion level increased. For the specimens without fibers, the tension stiffening 
at the yielding point of the steel bar was approximately the same as the bare bar 
or set to zero, whereas the specimens with fibers exhibited tension stiffening even 
beyond the yielding point of the steel bar, as shown in Figure 4(a). This is because 
the fibers are able to carry axial stress across the cracks, which is called crack 
bridging. As shown in Figure 4(b), the most substantial fiber contribution to 
tension stiffening was obtained for the specimen with 0.25% fiber content.  
 




Figure 4 Axial load-strain response of the tested specimens. 
The tension stiffening significantly decreased as the corrosion level increased 
because the members have substantial bond loss between the steel and the 
surrounding concrete and contact loss at longitudinal splitting cracks due to 
corrosion. Polypropylene fiber addition offers little help to improve the tension 
stiffening effect in corroded specimens. 
(a) RC and PFRC specimens with 
0.25% polypropylene fibers 
(b) PFRC specimens with 0.25, 0.5, 

















































(c) PFRC specimens varying 
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3.4 Tension Stiffening Bond Factor   
The tension stiffening bond factor represents the contribution of the concrete to 
tension stiffening, which is calculated by dividing the average load carried by the 
concrete, Fcm, with the load carried by the concrete at first cracking, Fcr. The value 
of Fcm is obtained by subtracting the total carrying load of the specimen with the 
bare bar response. An increase in the bond factor indicates an increase in the 
stiffness of the members or tension stiffening. The bond factor was calculated 
for all specimens in the present study. 
 
Figure 5 Tension stiffening bond factor. 
Figure 5(a) compares the bond factor of plain concrete and fiber concrete. It can 
be seen that the ratio Fcm/Fcr was more than unity for all PFRC specimens. This 












































Collins & Mitchell [7]
(a) RC and PFRC specimens and varying value of fiber 
content  
(b) PFRC specimens and varying value of corrosion level 
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using  = 1/(1+ 500𝜀 ) for plain concrete in which the bond factor is less than 
1. This can be attributed to the bridging effect provided by the polypropylene 
fibers after cracking, which reduces the crack width and causes finer crack 
spacing. As can be seen in Figure 5(b), the bond factor tended to become smaller 
as corrosion increased. This reduction can be due to the loss of bond strength and 
contact area as a result of the effect of corrosion on the steel and the concrete. 
3.5 Crack Spacing 
Figure 6 shows the relationship between normalized crack spacing and corrosion 
level for the current study compared to the previous studies by Amleh et al. [1] 
and Shayanfar, et al. [5]. Normalization of crack spacing was also conducted so 
that the crack spacing increase caused by corrosion between the PFRC and the 
standard RC could be compared. Crack spacing normalization was done by 
dividing the average crack spacing of each corroded specimen by the average 
crack spacing of the healthy specimens. For the present work, specimen No. 1 
was used as the control specimen to make a valid comparison with the other 
experiments. The PFRC specimen exhibited a smaller crack spacing compared to 
the standard RC specimen at the same corrosion level. The addition of fibers 
could reduce average crack spacing by 32.24% to 46.74%. This means that fiber 
addition can control the crack propagation in corroded RC structures. 
 
Figure 6 Normalized crack spacing-corrosion level relationship. 
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4 Conclusions 
The addition of polypropylene fibers can improve the tension stiffening of 
polypropylene fiber-reinforced concrete (PFRC) even beyond the yielding point 
of the steel bar as long as the fibers have a crack bridging effect to transfer the 
stress load across the crack. However, the addition of polypropylene fiber content 
does not linearly increase the tension-stiffening effect. The fiber content of 0.25% 
exhibited the most significant effect on the tension stiffening in this study. 
Increased fiber content increases crack loading and reduce crack spacing. When 
subjected to corrosion, PFRC exhibits better crack spacing behavior in lower 
crack propagation than plain concrete, leading to better serviceability 
performance. 
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